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SUMMARY

The results of an investigation in the Langley full-scale tunnel of the
static longltudinal stabllity and control of a convertlible-type airplane
(combination helicopter and airplene) as affected by articulated- and by
rigid-propeller operation are presented in this peper. The invesilgation
included force measurements for a very large angle-of-attack raenge (from 12°
to 90°) of the model with the &l1-movable horizontal teill installed and
removed. The flight attitudes investigated include normasl-flight conditions
with full power appliied and the convertlble-fllght reglme at high angles of
attack including the transition to the hovering condition. The effects of
ailavator and stabllity-flap deflectlon on control-surface effectlveness and
on hinge moments were determined. The effects of propeller slipstream on the
allavator effectiveness at a static condition and at an angle of attack of 90°
for low relative veloclty conditlons were also determined.

The results show that the destabllizing effect of propeller operation
was more pronounced for rigid-propeller operation than for artlculated-
propeller operatlon because of the reductlon in propeller normsl force and
the increment of positive pitchlng moment due to propeller -articulatlion. The
airplane for full-power operation has a poslitive static margin average of
about 5 percent for articulated-propeller coperation and about 2 percent for
rigid-propeller operation over most of the lift-coefficient range from 0.50
(¢ = 11.29) to about 1.90 (o = 29.0°). The all-movable horlzontal tall is
sufficlently powerful to trim the alrplane throughout the lift-coefficient
renge (from 0.50 to 1.80) for full-power operation, although considersebly
less deflectlion 1s required for trim with rigid-propeller operation. The
destabillzing effect of full-power operation at moderate angles of attack
wag more pronounced for rigid-propellier operatlon... Full-power operatlon
caused an increase in the allavator effectiveness fram -0.0050 per degree
at a 1ift coefficient of 0-48 (o = 11.3°) to -0.0092 per degree at a 1lift
coefficient of 1.84 (a = 29.0°) with aerticulated-propeller operation. The
effectiveness, however, was essentlally constent at & value of about -0.0057
per degree throughout the lift-coefficlent range with rigid-propeller
operation. Full-power operation for both articulated- and rigid-propeller
operation increased the slope of the lift curve to about 0.068 and 0.070
per degree, respsctively, as campared with the propeller-removed value of
about 0.032 per degree. The airplane can be trimmed with ailavators alone
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in the high engle-of-attack range up to 60° for rigld-propeller oper-
ation. Ro trim point is indicated, however, for any of the conditions
for articulated-propeller operation. The results of tlie ailavator-
effectiveness tests show that the allavators have a high degree of
effectiveness for the zero-velocity condltion. For the condition
at an angle of attack of 90° with a forward velocity of 22.5 mlles
per hour, the data indicate that very little, if any, of the propeller
slipstream passes over the tall; however, the forward velocity 1s
considerably larger than would be expected for an actual flight con-
~dition. The stability flap can be used as a trimming device for the
normal-flight attitudes; however, in the transitlon range the effective-
ness 1s insufficient for trimming.

INTRODUCTION

[ 4

Conglderable interest has been shown recently in the convertible-
type airplene (combination helicopter and airplane) as & possible means
of combining practical flight at very low speeds with efficlent flight
at moderately high speeds. For the very low-speed regime, there are
numerous inherent aerodynamic problems assoclated with stability and
control for which there exlsts very little information at the present
time. Therefore, as a part of & gemeral investigation in the lLangley
full-scale tunnel of a convertible-type alrplane, tests have been
conducted to determine the low-speed static longltudinal stabllity and
control characteristics of a proposéd military alrplane designed for
operation over a very wide angle-of-attack range. This airplane has an
almost circular plan form with large diameter artliculated propellers
located ahead of the wing tips. An all-movable horizontal tail (allavators)
1s used to obtain both longitudinal and lateral control.. A limited
analysis of the power requirements of the subject alrplane for low-speed
conditions along with pertinent propeller-removed data as obtalned from
previous wind-tunnel tests are given in reference 1.

It was expected that propeller operation at high angles of
attack would contribute large unstable pltching-moment increments.
One obJective 1n the use of articulated propellers was to provide
a decrease in the propeller normal force as compared wlth that
for conventional propellers and thus improve the airplene longitudinal
stablility characteristices. Accordingly, i1t was planned, wherever
possible, to provide comparisons of the effects of articulated-
propeller and rigid-propeller (conventional) operation on the stability
and control characteristilcs.

The results of the current investigation given hereln include force
measurements on the model obtained for a very large angle-of-attack range
(from 12° to 90°) for conditions with the propellers removed and operating
and with the all-movable horizontal taill Installed and removed.
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The effects of ailavator and stabllity-flap deflection on control-suxrface
effectiveness and hinge moments were also determlined. The effects of
propeller articulation on the static longitudinal stability and control
were determined from tests with articulated- and with rigid-propeller
operation. Tests were also made of the model to determine the effects
of propeller slipstream on the allavator effectiveness for the sbtatic
condition and also at an a.ngle of attack of 90° for low relative veloclity
conditions.

COEFFICIENTS AND SYMBOIS

The results of the tests are presented as standard NACA coefficients
of forces and moments. The data are referred to a system of axes coin-
clding with the wind axes. The pitching-moment coefficlents are given
about a cenlter-of-gravity positlion loceated at a point on the root chord
projected into the plane of symmetry from 26.3 percen‘b of the mean
aerodynsmic chord.

Cy, 1iPt coefficient (Lift/gS)

Cp pitching-moment coefficient (M/qSc)

CDR resultant drag coefficient (Dgr/aS)

Cp hinge-moment coefficient (H/q’b'c'e)

Qe torque coefficient (Q/2¢D3)

czd propeller blade-section design 1ift coefficient
- 1.2

qQ free-stream dynamic pressure -2-p

v velocity

S wing area; 47.4hh square feet on model

p mass density of ailr

o angle of attack of thrust axls relative to free-stream

directlon, degrees
uncorrected angle of attack _
mean gerodynemic chordj 6.6l feet on model

'.ZF OI;.P

resultant drag with propellers operating
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M pitching moment
L effective downwash angle, degrees : *
V /oD propeller advance-diameter ratio
D propeller diameter; 5.33 feet on model
Q torgue per propeller
B propeller-blade angle measured at ©.70 radiuvs, degrees -
e propeller-blade angle measured at any radiuns, degrees
r radius st any propeller-blade sectlon
R propeller-tip raddus . ... . . ... . . . _—
b S Praction of propeller-tip radius (r/R)
b propeller-blade chord B
h propeller-blade~section maximum thickness -
H hinge moment -of control surface 3
c' root-mean-équare chord of a control surface behind

hinge Ilne '
b' control-surface span along hinge line
! control-surface deflection, degrees
Cm rate of change of pitching-moment coefficient per

o degree of control-surface deflection

Ch5 : rate of change of hinge-moment coefficient per

degree of control-surface deflection .
Subscripts:
a allavator
T stabllity f£lap -

Y propeller . . . S - - . . ' S
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t all-movable horizontal tall

MODEL

The conflguration tested was +the %-soale model of a convertible-

type alrplane. The description of the model and the tunnel support

arrangement are glven in reference l. A three-view drawlng of the model
and 1lts geometric characteristics are gilven in figure 1. Photographs of
the model mounted in the Langley full-scale tunnel are given as figure 2.

The model was powered by a 200-horsepower, water-cooled, electric
induction motor. This motor was submerged, spanwlse, in the model;
and power was transmitted from the motor to the propellers by msans of
extension shafts through right-angle gear drives at the wing tips.

The propeller installation at each wing tip comslste of 2 two-blade
propellers mounted in tandem so as to form a four-blade configuration.
These tandem propellers rotated in the same directlion, but the pro-
pellers at each wing tip rotated upward at the wing center section.

The propeller blades were free to flap fore and aft 10° from the
perpendicular to the propeller axis as they rotated. The blades of
each propeller were s0 lntercomnected that as one blade flapped forward
the opposite blade flapped rearward. In gddition, as a blade flapped
forward the propeller-hub mechanism caused the blade pitch angle to
decrease, and conversely, as the blade flapped rearward the pitch angle
was Increased. This load-reliseving mechanism was belleved necessary by
the alrplane deslgner as the result of an analysis which Included
conegiderations of propeller stability, blade loads, and uniformity of
disc-thrust loading. The propeller-blade plan-form curves are given
in figure 3. For the rigld-propellier tests the blades were locked so
that there was no blade flapping.

The propeller torque was determined from the calibration of motor
torque as a function of minimm input current to the motor.

Stability flaps are provided (see fig. 1) for the purpose of
trimming out most of the destabllizing pitching moment due to pro-
peller operation.

The movable control surfates on the model were hydraulically
actuated by remote control. Electrical position indicators and
strain gages were used to measure the control-surface deflections and
hinge moments, respectively. The strain gages were located only on
the right-hand surfaces.
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METHODS AND TESTS

Force tests were made of the model for & range of angles of attack
from 12° to 90° and for tunnel velocities from about 23 to 55 miles
per hour. : -

Inasmuch as the effects of propeller operation on the 1lift of the
subject airplsne are large, especially at the higher angles of attack,
the determinatlion of the propeller-operating conditlons for simulsted
full-power operatlion required the duplication of the correct blade
angle and advance ratlo in addition to the torque coefficient. The
mothods used to obtain these propeller-operating conditions are
described in reference 1. The three attiltudes Investlgated are shown
in figure L, both for articulated- and rigid-propeller operation. The
propeller-blade-angle settings of figure 4 are. 1° less than those
given in reference 1 because of a correction found necessary in the
blade~angle msasurlng device.

Tests were made with articulated and rigld propellers at each of
the propeller-operating conditions with the &ll-movable horizontal tail
installed and removed. For the tests with the all-movable horizontal tail
removed the angle of attack, propeller-blade angle, and propeller
advance-dismeter ratlo used were the same as those used with the tail
installed, resulting in close sgimmlation of the full-power operating
conditions.

The ailavataor and stability—flap effectiveness tests were made
at angles of attack of 11.3°, 23.1°, and 29.0° for simulated full-
power operation. Similar tests were made at high angles of attack
for conditlions of steady, unaccelerated flight (CDR = 0) as deter-

mined from reference 1 and from thrust calibrations. The allavator-
effectiveness tests were made for articulated- and rigid-propeller '
operation; whereas, the stability-flap-effectiveness tests were made
only for articulated-propeller operation. For the allavataor-effective-
ness tests the allavators were deflected through a range from -48°

to 4O with 8y = 0. For the stabllity-flap-effectiveness tests the

stability flaps were deflected through a range from -16° to 30°. For
the stability flap—effectiveness tests at angles of attack of 11.320,
23.1°, and 29.0°, the allavators were set for trim. At the higher
angles of attack, the allavators were set at the maximum deflection

of -48°, inasmuch as the ailavator tests indicated that the model could
not be trimmed at these attitudes. Hinge maments of only the right-hand
control surfaces were recorded.
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Tests were made at an angle of attack of 90° to determine the effects
of propeller operation on the allavator-control effectiveness for low
forwerd velocity conditions. For the low-speed condition, the tests were
made at a tunnel velocity of approximately 22.5 miles per hour with propellers
removed and for propeller operetion at maximum thrust as limited by a maximum
allowable propeller speed of 2500 rpm. The statlic test wes made with the
propellers operating at 2500 rpm. For these tests the allavators were
deflected through & range fram -4%8° to 8° with 8, = 0°. Hinge moments of

only the right-hand ailavator were recorded.

Teats were attempted In order to determine, 1f possible, the
stability and control characteristics of the model in attltudes repre-
senting vertlical descent; however, the tests were terminated before
any data were recorded due to excessive vibration of the model in the
eir stream.

RESULTS AND DISCUSSION

The presentatlion of the test resulits and the snalysis of the
data have been grouped into two main sections. The first section
deals with the statlc longitudinal stabllity and control character-
iatics of the airplane for normal-flight attitudes with full
powsr applied. These results are given in the summary curves of
figures 5 to 1L which are derived from the original test data
presented in figures 15 to 18. The second section presents results
for the statlc longitudlinal stabllity and the control-surface-
effectiveness tests for the airplane in the convertible-flight reglms
at high angles of attack inecluding the transition to the hovering
condition (figs. 19 to 22). Wherever possible the comparisons of the
effects of articulated- and rigid-propeller operation on the stability
and control characteristics are included.

The data have been corrected for stream alinement, blocking,
and Jet-boundary effects. No tare correctlons were applied to the
data for the effects of the support strut; however, 1t is felt that
these effects would produce no significant change in the stabllity
characteristics. '

Static Longitudinal Stability and Control at Normal-Flight Attitudes

Tongitudinal stabllity.- The statlc longitudingl stability of the
airplane is described by the stick-flxed neutral-point curves of
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figure 6 which were determined from the. curves of figure 5 by method 1
of reference 2. In general, for the normal center-of-gravity location
at 26.3 percent of the mean aerodynamic chord, there is a positive
static margin averege of about 5 percent for articulated-propeller
operation and about 3 percent for rigld-propeller operation over most
of the lift-coefficient range from 0.50 to 1.90. At the highest 1ift
coefficient measured (CL & 1.9), however, there 1s no appreciable

difference in the stick-fixed stablllty between the two modes of
propeller operation. As explained In more detail later_in the paper, -
the greater stability of the airplane for articulated-propeller operatiocn
can be attributed to the reduction in the destgbilizling propeller normal
force for this mode of propeller operation.

An Indication of the stick-free stabllity of-the airplane glven
by the variation of the pltching-moment coefficient for Cha =0 with

1ift coefficient 1s presented in figure 7 for the tab-neutral condition.
For articulated-propeller operation a large amount of stability is
indicated for & lift-coefficient range from 0.46 to 0.56 after which
neutral stabllity is indicated throughout the remaining lift-coefficient
range. With rigld-propeller operation, a large amount of stability 1s
indicated for only & very small, low-lift-coefficlent range after which
the stlck-free stabllity decreases with increasing 1ift coefficilent,

Longlitudinal control.- The tude of the allavator deflections
required for trim shown I1n figure O 1lndicate that the all-movable hori-
zontal tail is_éufficiently powerful to trim the ailrplame throughout the
1lift-coefficient range from 0.50 to 1.80 for both the articulated- and
the rigid-propeller operation. The variations shown are stable but
a more desirable variation 1s glven with rigid-propeller operation.
Considerably less allavator deflection is required for trim for rigid-
propeller operation as compared with articulated-propeller operation,
however, with the difference in the high-lift-coefficient range smounting
to about 149 which is about one-half the deflection required with
articulsted-propeller operation.

A reversel in (Chs)a (measured &t Cy_ =0 to compare with the

propellers-removed deta of reference 1) from positi#e to negative values
is shown in figure 9 up to a 1lift coefficlent of 0.60 for articulated- and
rigld-propeller opsration. At higher 1ift coefficients <Ch5)a decreases

negatively with increaging 1ift coefficlent throughout the range investigated.
"The reversal in (Chs)a at the lower 1ift coefficients indicates that there

. 1s an overbalance of the surface at the low deflections. This reversal
was also noted for the model with propellers removed (see reference 1),
and a comparison shows that propeller operation intensified the reversal.
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Contribution of the tall to stability.- For convenlence in the
Interpretation of the stability characteristlcs of the slrplane, the
increments in pitching-moment coefficlent and 1lift coefficient due to
propeller operation for the model with the all-movable horizontal tail
removed are shown in figure 10. These results were obtained from
figure 18. Rigid-propeller operation contributes considerably more
destabilizing effect than that shown for articulated-propeller opera-
tion due to the decreased normal force on the articulated propellers,
as noted previously.

The change in pitching-moment coefficlent and 11ft coefficlent
due to propeller operation for a conventional airplane with the tail
removed may be determined from conslderations of the direct effect of
the propeller forces and of the slipstresm effect on the wing as
described in reference 3. By using the methods of refsrence 3, calcu-
lations of ACmP and ACLP were made accordingly and are presented

in figure 10 for comparison with the sxperimental values. Such a
comparison can be made only for rigld-propeller operating conditions
inasmuch as there are no methods avallable for predicting the force
and slipstream characterlistics of an articulated propeller. The
poor agreement shawn In figure 10 msy be attributed largely to the
effects on the induced flow of the unusual propeller installation at
the wing tips of the very low-aspect-ratlo wing.

By comparing the results of the tests of the model with the all-
moveble horizontal tall installed and with the propellers removed and with
the propellers operating (see fig. 17), the increments of pltching-moment
coefficlent of the wing and tail due only to the effects of propeller
operation have been determined and are shown in figure 11. The
increments of tall pitching-moment coefficlent due to propeller
operation are small especially for articulated-propeller operatlon.

The total contribution of the all-movable horizontal tail to the
longltudinal stability of the alrplane ls shown in flgure 12 for the
propeller-removed and propeller-operating conditions. In general,
both the articulated- and the rigld-propeller operatlion caused an
increment of negatlve pitching-moment coefficlent to be produced by
the tall. At the higher angles of attack, the increment in negative
pltching-moment coefficlient decreases for the articulated-propeller
operation such that at an angle of attack of 29 the value 1s the
same as that for the model with the propellers removed. The normal
force on the all-movable horizontal tall is positive throughout the angle-
of -attack range for the propeller-removed as wtll as for the
propeller-operating condlitions.

By a comparison of the pitching-moment coefficients of the model
with the all-movable horizontal tail installed and removed, the effective
downwash angles et the ts!l were computed and plotted in figure 13
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againgt angle of attack. The effectlve downwash angle is defined by

the tail incidence for which the contribution of the tail tS the total
pltching moment is zero. A8 shown in figure 13, the effective downwash
at the tail is small for both articulated- and rigid-propelier operation.
A stable upwash at the tail is shown for articulated-propeller operation
which remsins essentially constant with angle ofattack; whereas, for
rigid-propeller operation the small upwash at low angles of attack
graduslly changes to a downwash at the higher angles of attack.

Control-surface-effectlivensse results.- The ailavator effec-

tiveness C was obtained from the results of figure 15 and 1s

18g,

shown plotted against 11ft cosfficient in figure 1hk. The aillavator
effectiveness, for articulated-propeller operation, increased from
-0.0050 per degree at C; = 0. 48 to -0.0092 per degree at Cp, = 1. 8lh.

For rigld-propellsr operation, however, the allavator effectiveness
was essentlially constant at a value of about -0.0057 per degree through-
out the lift-coefficlent range. The data indicate, therefore, that the-
tail is more favorably located with respect to the propeller slipstream
for articulated-propeller operation than for rigid-propeller operation.
The ailavator effectiveness of the model with propellers removed but
with englne-air ducts and canopy installed (see reference 1) was about
~0.0050 per degree throughout the angle-of-attack range Investigated.
This value 18 offered for comparison with the propellers-operating
data for 1t 1s felt that in this Instance the differences in model
configuration _are believed to have little effect on the control-
surface effectiveness.

The results of the stability-flap tests are presented in figure 16
and show the varilatione with flap deflection of. Cp, Cr, Chf,

and Cha- For these tests the allavators were set at the deflection

required for trim at each angle of attack. The flap effective-
ness (CmE s ﬁf = Oo) increases from s value of about -0.0025 per degree

at an angle of attack of 11. 3° to -0.0032 at an angle of attack of 23.1°
and then decreases to -0.0020 at an angle of attack of 29.0°. The flap
effectiveness C with propellers removed for the same model

"5¢
conflguration increases from -0.0020 per degree at an angle .of attack
of 11.3° to -0.0026 for angles of attack of 23.2° and 29.3° (reference 1).
Propeller operatlon, therefore, has & small effect on the flap
effectiveness. The stabllity flap, therefore, can be used as a
trimming device for normal~fliight attitudes.

The flap hinge-moment varlatlon Ch5 measured at zero flap
£

deflection increases from about -0.0015 per degree at an angle of attack -
of 11.3° to -0.0049 at an angle of attack of 23.1° and then decreases
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to -0.0042 at an angle of attack of 29.0° for the model with propellers
operating (fig. 16). The value of Chaf increases rapidly in a

negative direction with increasing positive and negative flap deflections
but shows a marked reduction in hinge moments with angle of attack for
positive flap deflections greater than about 16°. Propeller operation
also has a small effect on the rate of change of hinge-moment coefficlent
with flap deflection Chaf gince the maximmm propellers-removed value

was -0.0032 per degree at an angle of attack of 29-30 (reference 1).
As shown in figure 16, flap deflection has no appreclable effect on the
ailavator hinge-momsnt coefficlents for the conditions investigated.

The effect of flap deflection on the 1ift coefficlent is small
with the propellers operating, and thils same effect was alsc noted
in reference 1 with propellers removed. A maximum increase in 1ift
coefficient of only 0.19 (at a = 29.0°) is measured for full positive
flap deflectlion wilth propellers operating (fig. 16) as compared with
a value of 0.12 at o = 11.3° with propellers removed (reference 1).

Effect of propeller operation on lift at normal-flight attitudes.-
With propellers removed the model has a low valus of lift-curve
slope (0.032 per degree at OCy = 0.6) wvhich is characteristic of low-

aspect-ratio wings. Full-power operation more than doubled the 1ift-
curve slope with values of 0.068 and 0.070 per degree belng measured

at CL = 0.6 for articulated- and for rigld-propeller cperation,

respectively. (See fig. 17.) The rapid increase in 1lift due to
propeller operation at the higher angles of attack was discussed in
reference 1 where calculations showed that about one-third to one-
half of the total ilncrease 1n 1lift due to propeller operatlion results
from the 1ift component of the propellser resultant force.

Longitudinal Stability and Control in the Transltion Range

The airplane was designed for possible operation above the normal
stall of the wing through the transition range to the hovering attlitude.
As polnted out previously, in this high-angie-of-attack regime it was
anticipated that propeller operatlion would be highly destablilizing
and, therefore, that the longitudinal stabllity and control would be
critical. It was also expected that propeller articulation would make
the problems of stability and control in the ftransition range less
difficult.-

Iongitudinal stabllity.- As an indicatlion of the longitudinal
stabllity of the airplane in the transition range, curves showlng
the variations of Cm. with CL for constant allavator settings are

given in figure 19. The date for figure 19 were obtalned from the
curves of figure 20.. The large 1ift coefficients for the model
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measured in the high-attltude transition range indicate that a greater part
of the totel 1ift 1s belng assumed by the vertical component of the .propeller
thrust. The variations of Cp with CL for full-power rigid-propeller
operation near trim indicate that the alrplane will be unstable in the
transition renge investigated. The instebility of the airplane with rigid-
propeller operation is due largely to the unstable pltching-mament contribution
of thls type of propeller operation. The effect of propeller articulation’
is to decrease markedly the unstable contribution of the propeller; however,
the decrease is excessive with the result that the alrplane cennot be trimmed
for any of the conditions investigated. Because no trim points are shown for
the airplene with articulated-propeller operation, the variations of Qm

with Cj do not necessarily indicate the longitudinal stability cheracter-
istics of the airplane, at least for the particular configuration investigated.

The airplene can be trimmed with allavators alone in the high angle-
of-attack range up to about 58° for rigid-propeller operation. (See figs. 19
and 20.) The allavator deflection required for trim increases from -26.80
at o 410 to -32.8° at am LE° , then decreases to about 0°
at am 58°. These results indicate that at-angles of attack up to 46°
the large negative pitching moments associated with the wing alone with
propellers removed (reference 1) predominate over the positive pitching
moments_created by the propeller normal force. At an angle of attack
of 58°, however, these effects counterbalence one another with the
result that very little allavator deflectlion 1s required for trim.
Increasing the angle of attack to 69° results in s condition where the
model cannot be trimmed with rilgld propellers operating due to the
rredominate effect of the destablilizing propeller normal forcs.

Ailsvator effectiveness.- The allavator effectliveness Cmﬁ
a

gt trim for rigld-propeller operation increases slightly from a value of
about -0.0064k per degree at an sngle of attack of 41° to -0.007L per degree
at an angle of attack of 16°, then decreases to -0.0040 per degree at an
angle of attack of 58°. (See fig. 20.)} Although no trim points are
indicated for any of the other conditions investligated, the allavator
effectiveness for articulated-propeller operation is much lower than for
rigid-propeller operation. The variletion of Cha with Ba is also

larger for rigld-propeller operatlon than for articulated-propeller
operation except at an angle of attack of 69°. It is interesting to
note that for angles of attack of 41° and LE° the allavator effectiveness
for rigld-propeller operation is greater than that measured for the
normal-flight attitudes.

In order to evaluate. the longitudinel control charscteristics of
the airplane for the hovering attitude the allavator effectiveness
was determined with articulasted-propeller operation only, both for the
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zero-forward-velocity condlition and for ae low a forward-velocity

condition as could be obtained in these tests which was about 23 miles

per hour. The results ars given In figure 21 for an angle of atbtack

of 90°. For the static test with the ailavators immersed only in

the propeller slipstream, the pitching moment increases rapidly with
increaging aillavator deflection up to Sa = =-16° ‘after which, due to
allavator stalling, the pltchling moments remaln essentlally constant.

(See fig. 21(a).) No trim point is indicated for the range of

allgvator deflection Investigated. The hinge momsnts increase slightly
with allavator deflection up to -16° after which a rapid Increase

occurs with lncreasing deflectlon. With a forward speed of 22.5 miles

per hour and with articulated-propeller operation, the allavator
effectiveness is essentlally zero throughout the defiection range.

The assoclated hinge moments for this conditlon at the high deflections

are much lower than those measured for the zero~-forward-velocity

condition. The results Indicate, therefore, that only a very small
portion, if any, of the propeller slipstream passes over the tail when the
airplane possesses a forward speed of 22.5 miles per hour and that the alr-
plane cannot be trimmed. It should be emphaslzed here, however, that for the
model angle of attack investigated, the forwerd velocity of 22.5 mlles per
hour is higher thaen would be expected for a reasonsble flight condition when
comparison 18 made with similar helicopter flight attitudes. It is

felt, however, that the data are indicative of the trends to be expected
at low forward speeds. '

The large Increase in 1ift of the model dus to propeller operation
in the statlic condition, which is essentially the thrust of the
propellers, 1s further incressed about 10 percent by the addition of
the low forward speed (fig. 21(b)). It is significant to note that
thils increase in thrust at constant power with forward speed is very
similer to that experlenced by the helicopter rotor due to the lower
Induced losses that occur in the transition from the hovering to
forward flight. - -

No data were obtained from the simulated descent tests at angles
of attack of 150°, 165°, and 180° because of the dangerous oscillations
encountered, and 1t is felt that thils osclillatory condition may have
been the result of the interaction between the propeller slipstream
and the veloclty of descent. This conclusion appears to be
substantiated, In part at least, by the tests with the propellers
removed in which there was no evidence of such oscillations. It should
be pointed out, however, that for an actual flight condition, the
velocity of descent would be much smaller than the value of. 22 miles
per hour at which the tests were made. "

Stability-flap effectiveness.- Although it was found that the

stabllity flap could be used as & trimming device at the lower angles
of atback, 1t was more important to Investigate the flap effectiveness
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in the transition range where large negative plitchlng moments were
measured with artlculasted-propeller operation. The variatlons
of Cy, Cy, Cha,_and Chf with §a are given 1n figure 22 for angles

of attack of 419, 469, 589, and 69° with articulated propellers operating
for conditions of CpR = 0. For these tests the allavators were set

at the maximum deflection of -48° inasmuch as the ailavator effectiveness
tests indicated that the model could not be trimmed with allavators
alone. However, with the ailavators set at -48° the stabllity flaps

also could not trim out all of the negative pltching moment. The flap
effectiveness 1s essentlally constant throughout the deflection range

and cmaf measured at &, = 0° is -0.0026, -0.0020, -0.0013, and

-0.0017 per degree for angles of attack of 41°, 46°, 58°, and 69°,
respectively. As compared with the flap effectiveness at an angle of
attack of 29.0°, the flap effectiveness is not appreciably reduced at
the higher angles of attack. The slope chaf measured at~ dp = 0°

is essentially constant at -0.0075 per degree for all the conditions
tested except for an angle of attack of €°- The slope for an angle of
attack of €9° increased gradually with flap deflection from 24° to -4°
wlth a value at Gf __p?_ of +~0.0103 per degree. For flap deflections
from -8° to 16° a reversal in slope 1s shown . Apparently up to very
high attitudes the stability flaps, when deflected, do not influence

the flow over the allavators because the ailavator hinge moments :
remained unchanged for the atabillty-flap tests. At the highest attitude
investigated (o = 690) there is some interaction interference shown by
large incresses in the allavator hinge moments when the stabllity-flap
hinge moments reversed.

SUMMARY OF RESULTS

The results of an investigation of the static longitudinal
stability and control of a.convertible-type airplane as affected
by articuleted- and by rigld-propeller operatlion showed the following:

(1) The destabilizing effect of propeller operation was more
pronounced for rlgid-propeller operation than for articulated-
propeller operation because of the reduction Iin propeller normal force
and the increment of positive pliching moment due to propeller
erticulation.

(2) The airplane for full-power operation has a positive static
margin average of .about 5 percent. for articulated-propeller operatlon
and. about 3 percent for rigid- propeller operation over most of the 1ift-
coefficient range fram 0.50 (o = 11.3°) to about 1.90 (a = 29.0°). At a
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1ift coefficlient of 1.90, however, there is no appreciable difference
in the stick-fixed stabllity between the two modes of propeller operation.

(3) The all-movable horizontael taill is sufficiently powerful to trim
the airplene throughout the lift-coefficlent ramge (fram 0.50 to 1.80) for
full-power operation. Consldersbly less ailavator deflection is
requlred for.trim for rigid-propeller operation with the difference in
the high-lift-coefficlent range amounting to about 14° which is about
one-half the deflection required with artlculated-propeller operation.

(4) The slope of the ailavator hinge-moment curve against deflection
(for full-power operation) showed a reversal from positive to mnegative
values at low 1ift coeffilclents and then decreased negatively, gradually
with increasing 1ift coefficient.

(5) The aillavator effectliveness, for articulated-propeller operatlion
at full power, increased fram -0.0050 per degree at Cp = 0.48 (a = 11.3°)

to -0.0092 per degree at OCp = 1.84 (a = 29.0°). For rigld-propeller

operation, however, the allavator effectiveness was essentially constant
at a value of -0.0057 per degree throughout the lift-coefflclent range as
compered to the propellers-removed value of about -0.0050.

(6) Full-power operation for both articulated- and rigid-propeller
operation increased the slope of the 1lift curve to about 0.068
and 0.070 per degree, respectively, as compared to the value of
0.032 per degree obtained with propellers removed.

(7) The airplene can be trimmed with the ailavators alone in
the high angle-of-attack range up to 609 for rigid-propeller operatiom.
However, no trim polnt 1s indicated for any of the conditions for
articulated-propeller operatlion.

(8) The results of the aillavator-effectiveness tests show that the
ailavators have & high degree of effectiveness for the zero-velocity
condition. For the condition at an angle of attack of 30° with a
forwerd velocity of 22.5 miles per hour, the data indicate that very
little, if eny, of the propeller slipstream passes over the tall;
however, the forward veloclty i1s considerably larger than would be
expected for an actual flight condition.

(9) The stability flap can be used as & trimming device for the
normal-flight attitudes; however, in the transition range the
effectiveness 1s insufficient for trimming.

Iangley Aeronmsutical ILaboretory
National Advisory Committee for Aeronautics
Langley Air Force Base, Va.
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(a) Three~fourth front view.
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